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Arpon
Sub Knotless® 2.5

Anclaje impactado sin nudos

Sub Knotless® Anchor 2.5. Knotless impacted
anchor
[ ]

El anclaje del Arpén Sub Knotless 2.5 ofrece
una sujecion segura para distintas
reparaciones de la mano, la mufeca y otras
areas

Permite una reparacion rapida y directa.
Ademas, bloquea y tensa con precision las
suturas en su lugar.

The Sub Knotless anchor 2.5 provides secure fixation for various
repairs of the hand, wrist and other areas of the body.

This anchor allows for quick and straigthfoward repair. It also lock
and tensions sutures in place accurately.
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Arpén Sub Knotless™ 2.5

Sub Knotless® Anchor 2.5

Caracteristicas Principales
Main Features

4+ Colocacién por impacto
Impact placement.

+ Alta resistencia.
High resistance.

+ Maxima resistencia a la traccion.
Maximum tensile strength.

+ Fabricado en Peek.
Made in peek.

4+ Sutura ultrarresistente.
Ultra-resistant suture.

+ Iniciador reutilizable.
Reusable drill bit.

+ Producto estéril.
Sterile product.

Indicaciones
Indications

Mano y muneca
Hand and wrist

+ Complejo de fibrocartilago triangular

Triangular fibrocartilage complex (TFCC)

4+ Ligamento colateral cubital
Ulnar collateral ligament (UCL)

+ Ligamento del escafolunar
Scapholunate ligament (SL)
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Arpén Sub Knotless™ 2.5

Sub Knotless® Anchor 2.5

Implante
Implant

El Arpén Sub Knotless 2.5 usa un ojal de
Peek para colocar las suturas en el fondo del
orificio de perforacion. Permite tensary
bloquear la sutura con precision.

The Knotless Sub anchor 2.5 is fitted with a Peek eyelet to place

sutures at the bottom of the drilling hole. It enables to tighten

and lock the suture accurately

3351-000
Arpén Sub Knotless 2.5

Sub Knotless Anchor Screw 2.5 mm

@ 2.5mm
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